
Technical specifications

Your benefits

Fiber count
max. 144 (250µm)
max. 192 (200µm)

Capacity
24,000 km per year
78,740 kft per year

Metallic tube
Inert gas protection
Pressure tight weld

Filling compound
Up to 300°C
Up to 572°F

Polymer layers
High variation

Tiny tolerances

Fiber coloring guide
dif. Standards
Tube labeling

Other components
AWG wires

Sensor Fibers

Diameter
1.1 - 7.0 mm

0.033 - 0.275 in

Wall thickness
0.125 - 0.55 mm
0.005 - 0.022 in

Maximum length
70,000 Meters
229,660 Feet

Wire elements
0.2 mm upwards
0.008 in upwards

Technical support
Fast service

On-demand product
development

Suitable for sour
environments

High tensile strength for
deep wells

Increased lifetime of cables
and cable components

Flow measurement

Temperature sensing Pressure sensing

Gamma ray logging

Cable tension measuring

Improve onshore,
offshore & 
well services

Cables & cable components for real-time

Our products are used in

Our incoloy outer layers ensure
unmatched protection against corrosion
which increases the lifetime of the cable
and decreases the chance of lost tools.

Additional stranding layers can be added
to increase the ratio between weight 
and tensile strength, allowing operations
in deep wells.

Additional protective layers such as steel
and basalt (volcanic rock) can drastically
increase the asset’s lifetime, increasing the
number of runs even in horizontal drilling.

Oil & Gas
Geothermal
Hydraulic fracturing
Carbon capture and storage

www.nbg.tech

Your key contacts at NBG

Chief Executive Officer
Tom Seidl

t.seidl@nbg.tech
+43 664 886 252 98

Head of Sales
Robert Lunglmeir

r.lunglmeir@nbg.tech
+43 676 318 93 94

Area Account Manager
David Laister

d.laister@nbg.tech
+43 664 886 252 85

Area Account Manager
Obaydh Salameh

o.salameh@nbg.tech
+43 664 851 83 12

Area Account Manager
Reilly Foes

r.foes@nbg.us
+1 (713) 534-3989

Area Technical Manager
Maria Grisanti

m.grisanti@nbg.us
+1 (720) 419-9465

Area Account Manager
Patrick Breinessl

p.breinessl@nbg.tech
+43 664 782 54 672

salesoffice@nbg.tech
+43 2852 30412
Gmünd, Austria

sales@nbg.us
(855) NBG-CORP (624-2677)
Houston, TX, USA

NBG Systems GmbH

NBG Fiber Optic Corp.



What sets us apart:

Expertise, Innovation, 
and Reliability

High production capacity of over 
24,000 km per year

Independent producer of FIMT with 30 years 
of expertise and know-how30

192
High-fiber-count solutions with up to 
192 fibers per tube

Simplified procurement through flexible 
contract models

Reliable partner for sustainable, 
long-term collaboration

70km Continuous cable length up to 70 km

Certifications EN ISO 9001, EN ISO 14001, 
ISO 45001, ISO 27001

Permanent MonitoringCoiled Tubing

Carbon Capture/GeothermalWireline/Slickline

Cables & cable components
for well service efficiency

Fiber Optic Components and Cables for

www.nbg.tech

Coiled Tubing

Fiber optic, monoconductor and hybrid designs 
from  ⅛“ to ¼“
Electrically optimized designs for high data rate

Carbon Capture/Geothermal

DTS, DAS and DTSS sensing capabilities
Flatpack designs with up to 4 elements

Permanent Installation

TEF and hybrid cables
¼“ armor with polymer extrusion; 
flatpack designs with bumper bars available

Slickline

TEC, TEF and hybrid cables with sizes from ⅛“ to ¼“
Fiber temperature rating until 300°C (572 °F), 
conductor rating until 260°C (500 °F)

Smarter technologies for offshore and onshore operations

Interested? Learn more here:


